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FEATURES

 Broad 120° beam angle

OYSTER TRI-COLOUR SERIES

 

LIGHTING
LED OYSTER LIGHT

POWER FACTOR >0.9

CRI >80

BEAM ANGLE 120°

IP RATING 54

LIFETIME (L70) >60,000hrs

WARRANTY 5 Years

SPECIFICATIONS

MODEL NUMBER CCT DIMENSIONS WATT LCP LUMENS EFFICACY 

EP-OYS-TS300-10 3/4/5000K ø300xH40mm 10 9.96W 1017 102lm/W

EP-OYS-TS400-20 3/4/5000K ø400xH52mm 20 19.85W 2132 107lm/W

2023.06

Remote control EP-UNIV-R

 IP54 rating

 Motion and daylight sensor

 Suitable for residential and 
commercial applications

 Range of wattage and size options

 Switchable tri-colour 
(3000K, 4000K and 5000K)

Emerald’s LED Oyster Lights are a highly-e�cient, complete
luminaire replacement for older fluorescent oyster fittings.

With convenient switchable tri-colour temperature technology, 
the Oyster light gives you the flexibility to match existing
lighting colours and provide your customers with additional options.

The built in dual motion & lux sensor is easily controlled by the 
Emerald Universal Remote Control (sold separately).
The handheld remote switches the sensor on & o� and adjusts
hold time, stand by periods and stand by dimming levels.
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